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Maintenance

‘? Do:
D ’ & * Clean the IGU’s regularly
o s e Dry IGU’s with a soft cloth
* Wash IGU’s with a soft cloth and warm water

S | G U n |TS ¢ Use non abrasive cleaner, apply to cloth then

wipe IGU

5’ Don't:
* Use any acid cure silicone
* Apply linsead oil o seal a wooden rebate

Storage & Transport

‘§ Do:

e Always handle IGU’s with extra care

* Use handling equipment suited to IGU weight

e Beware of seal damage if using suction devices

e Store IGU's in dry area to reduce condensation risk
* Store vertically, IGU’s exhibit more strength upright

" Don’t:
* Cover units in plastic, condensation may occur

Fixing and Installation

[ CaEs— )

‘5 Do: ingeed ol
* Use the correct setting blocks
* Ensure there is adequate drainage @

* Wear the correct safety equipment

e Crimp and seal the breather tube on site

e Remove surface marks/dirt with oil-free cloth
e Use water based varnish on wooden windows

5’ Don’t:

* Use any acid cure silicone

* Use putty to glaze the IGU’s

* Pack glass directly on frame

e Expose the spacer to direct sunlight

* Apply linsead oil to seal a wooden rebate
e Use abrasive cleaner on any IGU’s surface

Ohyd0
[=]

+27(0)10 593 8400 | info@natglass.co.za | www.natglass.co.za

D Scan to Visit Us



	Page 1

